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Revz.lss1

MEGABITE CRUSHER EXTEC

CRUSHING PERFORMANCE Vs C.S.S

All performance figures quoted are based

CLOSED SIZE DISCHARGE RATE IN on crushing clean, dry quarried rock with
SETTING - (mm) METRIC TONNES PER Hr

a loose density of approximately [600 Kg
per cubic metre {100 Ibs/cubic foot)

63 (SEE NOTES)
i) BS812 10% fines test value ofup' to 390KN
| i) Unconfined Compressive Strength of up

27570355 to 225 Mpa or 32000 p.s.i
| i) Los Angeles Abrasion or BS812 Aggregate
Crushing Values of 13 or greater.

The crusher has been designed to work
with feed material having a strength
indicated by exhibiting the following test
results:

Operation on materials with test strengths outside these ranges should not be undertaken without
prior approval in writing from Extec.

The crusher must not be operated at Closed Size Se'ttings (C.S.S) of less than 75mm(3") without
prior approval in writing from Extec.

Settings of 50 - 75mm (2 - 3") are possible on demolition brick and rubble applications with approvai'
in writing from Extec.

Capacities and gradings are typical only, and can vary greatly depending on material types and feed
gradings,
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MEGABITE CRUSHER

Use suitable measuring equipment - ideally callipers - to
measure distance between opposing points on jaw plates at
minimum jaw opening, known as closed size setting - (CSS).
Measure jaw plates at opposing points as shown below:-

22e:- AddiRemove shims to set jaw to
desired closed size setting.

Determining when the jaw is fully closed can be done by examining the position of the alignment
arrow on the jawstock shaft end plate. When the indicator arrow is pointing verticalfy down, |
the jawstock is in its fully closed position. This can be seen by looking through the slotted area

on the flywheel guards. Use crusher operating buttons on engine speed no. | to position.

e

.

o, ALIGNMENT ARROW POINTS VERTICALLY
LOOK THROUGH SLOTTED AREA ON GUARD AT DOWN AT MINIVUM AW OPENING

ALIGNMENT ARROW ON SHAFT END PLATE,

When jaw is set to desired output size, re-tighten nuts on wedges and toggle spring. Run crusher

at engine speed No. 2. Listen for a "knocking" noise coming from toggle area. If this.

noise is heard, tighten nut on tension rod spring until it goes away. DQ NOT ATTEMPT TO
TIGHTEN THIS NUT WHILE THE MACHINE IS RUNNING. The locking nuts on the
tpggle seat wedges must be checked and re-tightened if necessary while the machine is running. Always
refit toggle spring guard when running machine, After running machine empty at engine speed ne.2 for 10
minutes, re-check that jaw setting is as required and re-adjust following the above procedure if necessary.
DO NOT FEED MATERIAL INTO CRUSHER CHAMBER DURING THIS OPERATION.
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